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Abstract—The potential of multi-core chips for high performance and reliability at low cost has made them ideal computing platforms

for embedded real-time systems. As a result, power management of a multi-core chip has become an important issue in the design of

embedded real-time systems. Most existing approaches have been designed to regulate the behavior of average power consumption,

such as minimizing the total energy consumption or the chip temperature. However, little attention has been paid to the worst-case

behavior of instantaneous power consumption on a chip, called chip-level peak power consumption, an important design parameter

that determines the cost and/or size of chip design/packaging and the underlying power supply. We address this problem by reducing

the chip-level peak power consumption at design time without violating any real-time constraints. We achieve this by carefully

scheduling real-time tasks, without relying on any additional hardware implementation for power management, such as dynamic

voltage and frequency scaling. Specifically, we propose a new scheduling algorithm FPQ that restricts the concurrent execution of tasks

assigned on different cores, and perform its schedulability analysis. Using this analysis, we develop a method that finds a set of

concurrent executable tasks, such that the design-time chip-level peak power consumption is minimized and all timing requirements

are met. We demonstrate via simulation that the proposed method not only keeps the design-time chip-level peak power consumption

as low as the theoretical lower bound for trivial cases, but also reduces the peak power consumption for non-trivial cases by up to

12:9 percent compared to the case of no restriction on concurrent task execution.

Index Terms—Peak power consumption, system design, multi-core systems, real-time scheduling
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1 INTRODUCTION

WITH the advance of CMOS manufacturing technology,
a single chip multi-processor has become widely

deployed in embedded real-time systems due to its poten-
tial for achieving high performance at low cost. As the size
of a CMOS transistor continuously shrinks, more cores and
electronic devices are getting integrated on a single die.
However, since the power density also rapidly grows on a
modern multi-core chip, proper power management has
become one of the most critical issues in minimizing its
adverse effects on both chip cooling efficiency and chip reli-
ability. To address this issue without violating any timing
requirements, numerous power-management techniques
have been proposed to minimize energy consumption [1],
or to minimize chip temperature [2], [3], [4], by controlling
the average chip power consumption.

However, little has been done on the worst-case behavior
of instantaneous peak power consumption on a chip—called
the chip-level peak power consumption—in embedded real-time

systems. The chip-level peak power consumption is an
important design parameter as the chip should be designed
for efficient and robust delivery of power to all components
on the chip even in the case of worst-case instantaneous (i.e.,
chip-level peak) power consumption. To meet the chip-level
peak power demand during runtime, power supply units
with sufficient capacity are required, and the proper chip
packaging solution should be applied at the chip design
time. However, the chip packaging solution does not always
guarantee robust and efficient power delivery, because the
proper placement of decoupling capacitors is known to be a
non-trivial problem [5]. Thus, the chip-level peak power con-
sumption dictates the cost and the size of such power-related
components, each of which is crucial to commercial embed-
ded real-time products. So far, there have been studies on
how to manage the chip-level peak power consumption for
general-purpose systems [6], [7], [8], but it is unclear how to
adapt them to meet the timing constraints of embedded real-
time applications.

The goal of this paper is to minimize chip-level peak
power consumption at design time without violating any
timing requirements. With this goal achieved, one can opti-
mize the chip design/packaging process and the power-
related components according to the minimized chip-level
peak power consumption (guaranteed at design time), and
then reduce the cost and/or size of the process and compo-
nents by avoiding/minimizing their over-design. To
achieve the above goal, we only rely on scheduling of tasks
(each of which has its own peak power characteristics
shown in Fig. 1) at the software layer without requiring any
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hardware support, such as dynamic voltage/frequency
scaling (DVFS) and power-gating. DVFS has been widely
used for power management in microprocessors [1], [2], [3],
but it suffers from the non-zero switching overhead of
changing the operating voltage/frequency. Also, power-
gating can be used to reduce leakage power efficiently [9],
but due to the complexity of data-retention mechanism and
the large latency in turning power on/off, it is unsuitable
for embedded real-time systems. Thus, one of the main
advantages of our approach is its simplicity in and applica-
bility to any multi-core platform without requiring addi-
tional hardware support. Note that our scheduling-based
approach does not limit the use of any hardware technique
since it is orthogonal to hardware implementation. To the
best of our knowledge, this is the first peak power-aware
scheduling that addresses the problem of designing a multi-
core chip with its power-related components in embedded
real-time systems.

In this paper, our focus is confined to the partitioned
scheduling—in which a task is executed on its desig-
nated core—for simplicity/less overhead (e.g., no task
migration between cores) and/or for efficient utilization
of heterogeneous cores (e.g., different tasks can be exe-
cuted more efficiently on different cores). To reduce the
design-time chip-level peak power consumption using
partitioned scheduling, we need the worst-case instanta-
neous (i.e., task-level peak) power consumption of each
task on its designated core, which will be discussed in
Section 2. We also need to control concurrent execution
of tasks on different cores; otherwise, the tasks with the
highest task-level peak power consumption on each core
(as well as the parts of task execution that dissipate the
power as much as each task’s peak power) can be

executed at the same time, making no reduction of chip-
level peak power consumption.

We extend the traditional partitioned fixed priority
(FP) scheduling algorithm [10] that is widely deployed
in many embedded real-time systems, and develop a
new scheduling algorithm FPQ, which avoids the concur-
rent execution of tasks in a given list Q in Section 4.1. To
meet the timing requirements, we develop a schedulabil-
ity test of FPQ in Section 4.2. The final step is then to
find a list of concurrently executable tasks that mini-
mizes the chip-level peak power consumption at design
time without violating the timing constraints. By deriv-
ing some properties of the schedulability test of FPQ, we
develop a method for finding such a list with low time-
complexity in Section 5. The effectiveness of the pro-
posed method has been demonstrated via simulation in
terms of reduction of chip-level peak power consump-
tion in Section 6; for trivial cases, our method keeps the
peak power consumption as low as the theoretical lower
bound, and for non-trivial cases, it reduces the consump-
tion up to 12:9 percent over the case of no restriction on
concurrent task execution.

In summary, this paper makes the following
contributions.

� Introduction of a new multi-core chip design prob-
lem regarding the chip-level peak power consump-
tion for embedded real-time systems;

� Development of a new scheduling algorithm FPQ

that avoids concurrent execution of tasks on dif-
ferent cores in a given list Q, by generalizing the
traditional partitioned FP scheduling algorithm
(i.e., the uniprocessor FP scheduling algorithm
[10] for each core);

� Derivation of a schedulability test of FPQ, a generali-
zation of that of the traditional partitioned FP sched-
uling algorithm (i.e., the exact schedulability test of
the uniprocessor FP scheduling algorithm [11] for
each core);

� Development of a method that reduces the design-
time chip-level peak power consumption using FPQ

and its schedulability analysis, without requiring
any hardware support; and

� Demonstration of the effectiveness of the proposed
method via in-depth simulation.

The rest of this paper is organized as follows. Section 2
presents our system model. Section 3 outlines how to
achieve our design goal. Section 4 presents FPQ and its
schedulability test, which will be used for a method to
achieve the goal, presented in Section 5. Section 6 evaluates
the proposed method, and Section 7 discusses the related
work. Finally, Section 8 concludes the paper.

2 SYSTEM MODEL AND ASSUMPTIONS

We consider a multi-core chip, which consists of m cores
fSjgmj¼1, and the cores may be identical or heterogeneous.
We assume that each task ti is executed only on its des-
ignated core, and let Fj denote a set of tasks assigned to
Sj. Let F denote the entire task set to be executed on the
multi-core chip (i.e., F , [mj¼1 Fj). Also, let jAj denote
the cardinality of the set A.

Fig. 1. An example of power characteristics when “qsort” in MiBench
benchmark suites is running on the selected target core model in
Section 6.
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We focus on a sporadic task model [12] in which a real-
time task ti 2 F is modeled as ðTi; Ci;DiÞ, where Ti is the
minimum separation between two successive invocations,
Ci is the worst-case execution time when it is executed on
its designated core, and Di is its relative deadline. We
restrict our attention to the constrained deadline tasks, i.e.,
Ci � Di � Ti, 8ti 2 F. Note that this sporadic task model
is general since it can represent not only typical control
systems that employ periodic sampling, but also event-
triggered functions in computing systems with a specified
minimum time separation between two consecutive events
[12]. Also, the global priority Pi is given to each task ti,
depending on its criticality; the smaller Pi, the higher pri-
ority. Every invocation of ti is called a job, and each job is
separated from its predecessor/successor by at least Ti
time units. In constrained deadline task systems, at most
one active job per task can exist in any time slot, and
hence, for simplicity of presentation, we use the term
“task” also to refer “job of the task” in the rest of this
paper. Like most existing studies on real-time scheduling,
we focus on task sets in which all tasks are independent of
each other. This task model is not as restricted as it may
appear, since there are ways to transform a set of depen-
dent tasks to independent ones, e.g., [13].

In addition, each task consumes a different amount of
electric power during its execution, depending on its char-
acteristics and computational load. To reduce the chip-level
peak power consumption at design time, we need an upper
bound of the instantaneous power dissipation of each task.
For this purpose, we use one more parameter associated
with each task ti: the worst-case instantaneous (i.e., task-
level peak) power consumption (denoted by Bi) of ti. In
other words, any job of ti does not dissipate more instanta-
neous power than Bi at any time during its execution. Let
Bmax be the highest (instantaneous) peak power consumed
by the tasks in F (i.e., Bmax , maxmj¼1maxti2Fj

Bi).
When the task set F and the chip model are given at

design time, Bi of each task ti 2 F can be estimated/
obtained off-line from the readings of the power sensor
attached/embedded in the processor, which is similar to
the power measurement in [14], after the task has been exe-
cuted continuously for a given set of its inputs. For this, the
input of each task should be known, because the amount of
power dissipation can differ depending on its task execu-
tion path determined by the input. However, the task input
data can be collected empirically or estimated as is done for
the estimation of its worst-case execution time (e.g., the sta-
tistics of the wheel/vehicle speed can be used to determine
the set of inputs for the ABS control task in an automotive
control system).

Fig. 1 shows the sampled power dissipation and the
histogram of power consumption when the “qsort”
application in MiBench benchmark suites [15] is executed
on the Wattch power simulator [16], where a core is
modeled as described in Section 6. To obtain the task-
level peak power dissipation during its execution, 10
input sets were randomly generated using the dictionary
database, and the power dissipation was sampled during
each execution with different input sets.

One may think that the current estimation/modeling of
the worst-case instantaneous power consumption of each

task (i.e., Bi) can be overly pessimistic. However, the
“worst-case” profile of power consumption is necessary
since the power-related elements should be designed to
accommodate all possible values of instantaneous power
consumption. To lower the degree of pessimism, we may
divide a task into different phases, provided the internal
structure of the task is known. Then, it is possible to differ-
entiate the worst-case peak power consumption of each
phase, which may be effective when the worst-case peak
power consumption significantly varies with different
phases of a given task. In this paper, we focus on the model-
ing of the per-task peak power consumption; one may easily
extend it to per-phase peak power consumption.

3 OVERVIEW

In this section, we first formally state our goal and identify
issues in achieving the goal. Then, we outline how to address
the issues, which will later be detailed in Sections 4 and 5.

The goal of this paper, as mentioned in Section 1, can be
formally stated as follows:

Given fFjgmj¼1, each task to be executed on its desig-
nated core fSjgmj¼1, respectively, minimize the design
parameter B, such that the following two conditions
are guaranteed at design time: (i) the chip-level peak
power consumption does not exceed B; and (ii) there
is no deadline miss for any job invoked by fFjgmj¼1.

To achieve this goal, we need to address the following
issues:

1. How to guarantee (i) for given B;
2. How to guarantee (ii) for given B; and
3. How to find the minimum B without compromising

(i) and (ii).
We now outline how to address each issue, starting from

issue 1. Let Q� denote a list of tuples of all combinations of
at least two tasks assigned to different cores. Tuples in Q�

are sorted in descending order of the sum of the peak power
consumption of tasks (i.e., sum of Bi) in each tuple. Exam-
ple 1 in the supplementary file, which can be found on the
Computer Society Digital Library at http://doi.ieeecompu-
tersociety.org/10.1109/TPDS.2013.131, illustrates Q�.

If all tasks in Q�ðyÞ simultaneously execute on their des-
ignated cores, the parts of the tasks that dissipate the power
as much as each task’s peak power can also execute at the
same time. In this case, the chip-level power consumption
can be up to the sum of the peak power consumption of the
tasks (i.e., sum of Bi) as shown in the second column of
Table 1. Therefore, to guarantee (i) for given B at design
time, we need to control the concurrent execution of tasks
on different cores. Without such controls (e.g., any tradi-
tional partitioned scheduling algorithm in which the sched-
ule of tasks in a core is independent of that of tasks in other
cores), all tasks in Q�ð1Þ can be executed at the same time,
meaning that we cannot guarantee (i) if B is less than the
sum of the peak power consumption of tasks in Q�ð1Þ.

To address issue 1, the following lemma provides a
relationship between the control of concurrent task exe-
cution and an upper bound of the chip-level peak power
consumption.
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Lemma 1. Let Q ¼ ½Q�ð1Þ;Q�ð2Þ; . . . ;Q�ðyÞ�. If we avoid the
concurrent execution of tasks in all tuples in Q, then we
can guarantee that the chip-level peak power consumption
does not exceed max

�
Bmax;

P
tk2Q�ðyþ1ÞBk

�
, where

Bmax , maxmj¼1maxti2Fj
Bi.

Proof. Since we can prevent all the concurrent task execu-
tion whose upper bound on the chip-level power con-
sumption is larger than that of Q�ðyþ 1Þ, we can
guarantee that the chip-level peak power consumption
does not exceed

P
tk2Q�ðyþ1ÞBk, if at least two tasks are

concurrently executed on different cores.

However, if only one task is executed on the multi-
core chip, its power consumption amounts to at most
Bmax. Therefore, we choose the maximum between Bmax

and
P

tk2Q�ðyþ1ÞBk.
Using Lemma 1, we can set Q for given B; note that B

is infeasible if B < Bmax. Then, the remaining step is to
develop a new scheduling algorithm that can avoid all
the concurrent execution of tasks in each tuple of Q.
However, the maximum size of Q (i.e., the size of Q�) is
the number of all combinations of at least two tasks on
different cores, which is Oð

Pm
j¼2 n

j � ðmj ÞÞ, where
n , maxmj¼1jFjj. Therefore, the maximum size of u

increases exponentially with m, e.g., if n ¼ 10 and
m ¼ 10, the size of u is at least in the order of 1010.

For scalability, we logically divide a multi-core chip
into several groups of cores, and achieve the goal for
each group. In this paper, we consider each group with
two cores, and then the maximum size of Q for each
group is only O

�
n2
�
. Tables 2 and 3 show each Q� (maxi-

mum Q) when the four-core chip in Example 1 is
divided into two groups: fS1;S2g and fS3;S4g. Then, the
size of Q� is reduced from 29 (in Table 1) to 2 (in Table 2
or 3), and the scheduling algorithm for each group needs

to maintain only a small number of pairs instead of a
huge number of tuples.

In Section 4.1, we will develop FPQ, a new scheduling
algorithm that generalizes the traditional partitioned FP
scheduling algorithm with restriction of the concurrent exe-
cution of tasks in all pairs in given Q.

Then, to address issue 2, we will, in Section 4.2, develop a
schedulability test of FPQ, determining whether a task set is
schedulable by FPQ or not.

Once FPQ and its schedulability test are developed,
the remaining step for issue 3 is to develop a method for
determining Q that minimizes B. In Section 5, we will
derive some properties of the schedulability test of FPQ,
and then develop such a method, by utilizing FPQ and
its schedulability analysis to guarantee (i) and (ii),
respectively.

In summary, we will achieve this by addressing issues 1,
2 and 3 as follows:

1. In Section 4.1, we will develop the FPQ scheduling
algorithm that can avoid the concurrent execution of
tasks in all pairs in given Q;

2. In Section 4.2, we will develop a schedulability test
of FPQ; and

3. In Section 5, we divide a multi-core chip in groups of
two cores each, and find per-group Q that minimizes
B such that (i) is guaranteed by the FPQ scheduling
algorithm itself and (ii) is guaranteed by the schedul-
ability test of FPQ.

4 FPQQ SCHEDULING ALGORITHM AND ITS

SCHEDULABILITY ANALYSIS

As mentioned in Section 3, we need a new scheduling algo-
rithm that can avoid the concurrent execution of tasks on
different cores in all pairs in given Q. To meet this need, we
first present a new scheduling algorithm, FPQ, and then
develop its schedulability test.

4.1 FPQQ Scheduling Algorithm

In the traditional partitioned fixed priority scheduling algo-
rithm (i.e., the uniprocessor FP scheduling algorithm [10]
on each core), one of multiple ready tasks is scheduled on
each core according to their (fixed) priority. To extend this
algorithm with the restriction of concurrent task execution
in all pairs in given Q, we need to decide which task should
be chosen when both tasks in a pair are ready. The (global)
fixed priority of each task is also used for this decision, and
we call this algorithm FPQ (fixed priority with the restriction
of concurrent task execution in all pairs in Q). Algorithm 1
shows a formal description of FPQ. In the beginning, QðtÞ
and EðtÞ are set to all active tasks and no task, respectively,

TABLE 2
An Upper-Bound of the Power Consumption of fS1;S2gWhen
Two Tasks on Different Cores Are Executed at the Same Time

TABLE 3
An Upper-Bound on the Power Consumption of fS3;S4gWhen
Two Tasks on Different Cores Are Executed at the Same Time

TABLE 1
An Upper-Bound for the Chip-Level Power Consumption

When At Least Two Tasks on Different Cores Are
Executed at the Same Time
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in Steps 1 and 2. Then, via Steps 3-7, each task in QðtÞ is
either moved to EðtÞ or deleted. Finally, in Step 8, EðtÞ has a
set of tasks to be executed at t. Note that we describe FPQ

for any number of cores while illustrating it for a two-core
group as mentioned in Section 3. The scheduling overhead
of Algorithm 1 is not significant in that FPQ additionally
needs to sort a set of active tasks, compared to the
traditional partitioned FP scheduling. Example 2 in the sup-
plementary file, available online, illustrates how FPQ in
Algorithm 1 operates.

Then, FPQ guarantees no concurrent execution of any
pair in Q, and the following lemma states it.

Lemma 2. The FPQ scheduling algorithm guarantees that any
pair of tasks in Q is not executed at the same time.

Proof. This trivially holds by Step 6(b) of Algorithm 1.

4.2 Schedulability Analysis of FPQQ

Using Lemma 2, we address issue 1 in Section 3. However,
we need to guarantee no job will miss its deadline (i.e., issue 2
in Section 3). For this, we first derive some properties of FPQ.
Based on these properties, we develop a schedulability test
of FPQ. This test will be used to find Q that minimizes B, the
“design-time” chip-level peak power consumption (i.e.,
issue 3 in Section 3), to be presented in Section 5. Note that
while Algorithm 1 is for online operation, other parts includ-
ing the schedulability test and Section 5 work offline.

To determine whether a given task set is schedulable or
not, we use the response time analysis which has been
widely used for schedulability analysis (e.g., [11]). In this
analysis, we calculate the maximum duration between the
release time and the finishing time of any job of each task
(i.e., called the task response time). To do this, we calculate
the maximum duration for a task’s job to be blocked by the
jobs of higher-priority tasks. Then, the task’s response
time is upper-bounded by the sum of its execution time and
the maximum blocking time. Finally, a task set is deemed
schedulable if the upper-bound of the response time of each
task is not greater than its relative deadline. We also follow
this to develop a schedulability test of FPQ.

Let Hk be a set of higher-priority tasks than tk, desig-
nated on the same core, and Gk be a set of tasks that can
block the execution of tk’s jobs. Then, under the traditional
partitioned FP scheduling algorithm, Gk ¼ Hk holds since
jobs of any higher-priority task on the same core can block

the execution of a job of tk while jobs of any other task can-
not. Then, the following lemma provides the properties of
Gk for the traditional partitioned FP scheduling algorithm.

Lemma 3. The traditional partitioned FP scheduling algorithm
has the following properties:

P1: If ti 2 Gk, then Gi � Gk.
P2: The maximum blocking time of tk by tasks in Gk in an

interval of length l is upper-bounded by

X

ti2Gk

l

Ti

� �
� Ci: (1)

Proof. Since a task is blocked by only higher-priority tasks
on the same core, P1 trivially holds.

P2 is implicitly used in [11], and follows from the fact
that the synchronous release of a task with higher-priority
tasks is the critical instant [10]. The proof is also given in
Lemma 4 to be presented later, and the lemma is a generali-
zation of P2.

However, under FPQ, a job of tk can be blocked by the
jobs of a higher-priority task ti designated on a different
core, if Q includes a pair of ðti; tkÞ. Let F k denote a set of
higher-priority tasks (than tk) which belong to Q as a pair
with tk. Then, under FPQ, Gk ¼ Hk [ F k holds.

The two properties of the traditional partitioned FP
scheduling algorithm presented in Lemma 3 do not neces-
sarily hold for FPQ as shown in Fig. 2 in this paper and
Example 3 in the supplementary file (available online).

As shown in Example 3, P1 and P2 in Lemma 3 do not
hold for FPQ. However, P2 can hold for FPQ under some
conditions related to P1, as stated in the following lemma.

Lemma 4. Let G0k denote fti 2 GkjGi � Gkg. Then, the maximum
blocking time of tk by tasks in G0k in an interval of length l is
upper-bounded by

X

ti2G0
k

l

Ti

� �
� Ci: (2)

Proof. We consider two cases: (a) any ti 2 G0k does not have
its carry-in job1 in an interval of length l; and (b) some
ti 2 G0k does.

In Case (a), there are at most
�
l
Ti

�
jobs of ti that can be

executed within an interval of length l, and thus, the

Fig. 2. The maximum blocking time of t5 by tasks in G5 ¼ ft4g in an inter-
val of length 2; we do not include t3 since its execution is irrelevant to t5.

1. A carry-in job in an interval means its release before the interval,
but it finishes execution within the interval.
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maximum blocking time of tk by tasks in G0k in an interval of
length l is upper-bounded by Eq. (2).

In Case (b), suppose tj 2 G0k has its carry-in job in ½t; tþ lÞ
of length l, and the job is released at t� x (x > 0). In ½t� x; tÞ,
tj itself or tasks in Gj are executed. Since Gj � Gk, the tasks (tj
or tasks in Gj) belong to Gk. Therefore, the blocking time of tk
by tasks in G0k in ½t� x; t� xþ lÞ is not smaller than that in
½t; tþ lÞ. This interval shift can be repeated until there is no
carry-in job of tasks in G0k in an interval of interest. Then, the
blocking time of tk by tasks in G0k in the final interval is not
smaller than that in the original interval. Since there is no
carry-in job in the final interval, this belongs to Case (a).

Using Lemma 4, we can upper-bound the blocking time
of tk by tasks in fti 2 GkjGi � Gkg. However, how to handle
the other tasks in Gk still remains open. To address this
issue, in the following lemma we present an upper bound
on the blocking time of tk by any ti 2 Gk.

Lemma 5. The amount of execution of ti’s jobs in an interval of
length l is upper-bounded by

l lþRi � Ci
Ti

m
� Ci; (3)

where Ri is an upper bound of ti’s response time.

Proof. We consider the following execution pattern of ti
which maximizes the amount of execution of jobs of ti in
an interval starting at t, as shown in Fig. 3. Given an
interval ½t; tþ lÞ of length l, the first job of ti starts its exe-
cution at t and ends at tþ Ci. Here tþ Ci �Ri is the job’s
release time, meaning that the job’s response time is Ri.
Thereafter, jobs of ti will be released and scheduled as
soon as possible. In this case, the number of jobs of ti to
be executed in ½t; tþ lÞ is upper-bounded by dlþRi�CiTi

e.
Using Lemmas 4 and 5, we develop a schedulability test

of FPQ in the following theorem.

Theorem 1. A task set F , fFjgmj¼1 is schedulable by FPQ on
their designated core fSjgmj¼1, if Rk � Dk holds for all ti 2 F,
where Rk ¼ Rx

k when the following formula converges (i.e.,
Rxþ1
k ¼ Rx

k) starting from R0
k ¼ Ck:

Rxþ1
k  Ck þ

X

ti2Gk

Rx
k þ dðk;iÞ
Ti

� �
� Ci; (4)

where

dðk;iÞ ¼
0; if Gi � Gk;
Ri � Ci; otherwise.

�
(5)

Note that Rk is calculated from the highest-priority task to
the lowest-priority one.

Proof. By Lemma 4, the maximum blocking time of tk by

tasks in G0k , fti 2 GkjGi � Gkg in an interval of length

Rx
k is upper-bounded by

P
ti2G0

k
dR

x
k
Ti
e � Ci. By Lemma 5,

the maximum blocking time of tk by a task ti 2 Gk in an

interval of length Rx
k is upper-bounded by dR

x
k
þRi�Ci
Ti

e � Ci.
Therefore, the maximum blocking time of tk by tasks in

Gk is upper-bounded by
P

ti2Gk
dR

x
k
þdðk;iÞ
Ti
e � Ci. This means,

if the RHS of Eq. (4) is equal to Rx
k , tk finishes its execu-

tion within Rx
k in any case. Therefore, Rk resulting from

this theorem is an upper-bound of the response time of
tk’s jobs.

We show in the supplementary file, available online, how
Theorem 1 operates in Example 4.

5 SYSTEM DESIGN WITH THE LOWEST CHIP-LEVEL

PEAK POWER CONSUMPTION

We would now like to minimize the chip-level peak power
consumption using FPQ and its schedulability analysis
developed in Section 4. For this, we first derive some prop-
erties of the schedulability analysis of FPQ. Then, we
develop a method to find Q that minimizes the chip-level
peak power consumption at design time, and prove its cor-
rectness and optimality.

Lemma 6. FPQ in Algorithm 1 and its schedulability analysis in
Theorem 1 are generalizations of the traditional partitioned FP
scheduling algorithm (i.e., the uniprocessor FP scheduling
algorithm [10] for each core) and its exact schedulability analy-
sis (i.e., the exact schedulability analysis of uniprocessor FP
scheduling algorithm [11] for each core), respectively.

Proof. We show that FPQ and its schedulability analysis are
equivalent to their counterparts when Q ¼ ;.
If Q ¼ ;, then the FPQ scheduling algorithm is trivially

equivalent to the traditional partitioned FP scheduling algo-
rithm. Any task ti 2 Gk thus satisfies Gi � Gk by Lemma 3,
implying that dðk;iÞ in Theorem 1 is always 0 regardless of k
and i. Therefore, Theorem 1 is equivalent to the exact sched-
ulability test of the uniprocessor FP scheduling algorithm
[11] for each core.

Also, the schedulability analysis of FPQ in Theorem 1 is
sustainable with respect to Q, as stated in the following
lemma.

Lemma 7. Suppose Q0 � Q00. If the schedulability test in Theorem
1 sees a task set unschedulable by FPQ with Q ¼ Q0, then the
test also sees the task set unschedulable by FPQ with Q ¼ Q00.
If the test sees a task set schedulable by FPQ with Q ¼ Q00,
then the test also sees the task set schedulable by FPQ with
Q ¼ Q0.

Proof. Suppose Q0 � Q00. Then, it is trivial that for any task
ti, Gi when Q ¼ Q0 is a subset of Gi when Q ¼ Q00. There-
fore, for any task ti; Ri when Q ¼ Q0 is always smaller
than or equal to Ri when Q ¼ Q00.

Using the properties in Lemmas 6 and 7, we can effi-
ciently find Q which minimizes the design parameter B
such that (i) the chip-level peak power consumption does
not exceed B and (ii) no job will miss its deadline. The basic
idea is to find such Q using a binary search. That is, if FPQ

Fig. 3. An execution pattern of jobs of ti that maximizes the amount of
execution of jobs of ti in an interval starting at t.
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with Q ¼ ½Q�ð1Þ; . . . ;Q�ðyÞ� for given y ¼ x is deemed
schedulable (unschedulable) by Theorem 1, we need not
test Q ¼ ½Q�ð1Þ; . . . ;Q�ðyÞ� for given y ¼ x0 if x0 < x (x0 > x)
thanks to Lemma 7. Algorithm 2 describes how to find such
Q, and requires only O

�
logðjQ�jÞ

�
iterations in Steps 7–10

since we use a binary search.

Example 5 in the supplementary file, available online,
shows how Algorithm 2 works.

We now prove the correctness of Algorithm 2 and state
its optimality in the following two lemmas.

Lemma 8 (Correctness of Algorithm 2). If a task set is schedu-
lable by the traditional partitioned FP scheduling algorithm, the
task set is also schedulable by FPQ with Q from Algorithm 2.

Proof. In Step 3(a), we check if the task set is schedulable by
the traditional partitioned FP scheduling algorithm (i.e.,
FPQ with Q ¼ ;). If schedulable, Algorithm 2 finally
returns FEASIBLE in either Step 3(b) or 11(b). Then, FPQ

with Q from Algorithm 2 is schedulable by Theorem 1,
which is tested in Step 3(b) or 8.

Lemma 9 (Optimality of Algorithm 2). Q produced by Algo-
rithm 2 minimizes B (the design-time chip-level peak power
consumption) with respect to the FPQ schedulability analysis
in Theorem 1.

Proof. Let Q0 and Q00 denote Q produced by Algorithm 2
and any arbitrary Q, respectively. Let B0 and B00 denote B
corresponding to Q0 and Q00, respectively. We prove
B0 � B00 by contradiction.

Suppose B0 > B00. We consider two cases: (a) B00 ¼ Bmax

and (b) B00 > Bmax. In Case (a), it holds Q00 	 Q�; otherwise,
B00 > Bmax. Then, by Lemma 7, Theorem 1 deems the task
set schedulable by FPQ with Q ¼ Q�. Therefore, Step 3(b) of
Algorithm 2 returns FEASIBLE with Q ¼ Q� in which
B0 ¼ Bmax holds. This is a contradiction of B0 > B00.

In Case (b), let Q�ðyÞ denote a pair of tasks whose sum of
the peak power consumption (i.e., sum of Bi) is equal to B00.
Then, Q�ðxÞ 2 Q00; 8x ¼ 1; . . . ; y� 1. Similar to Case (a), by
Lemma 7, Theorem 1 deems the task set schedulable by FPQ

with Q ¼ ½Q�ð1Þ; . . . ;Q�ðy� 1Þ�, meaning that Step 8 of
Algorithm 2 sets succ y� 1. Therefore, in Step 11,
succ 
 y� 1, meaning that B0 is at most the sum of the peak
power consumption of tasks in Q�ðyÞ (i.e., equal to B00) by
Step 11. This contradicts the condition B0 > B00.

6 EVALUATION

In this section, we evaluate the effectiveness of the proposed
design via simulation with a set of synthetic tasks running
on a target multi-core chip. We first describe how the task
sets are generated with realistic peak power parameters,
and then demonstrate quantitative improvements by the
proposed method.

6.1 Task Set Generation

We generated task sets using the technique in [17], which
has been widely used in the real-time systems community
(see the supplementary file, available online, for details).

Since we logically divide the cores in the chip by
groups of two cores and apply our method to each
group independently, the total improvement for a multi-
core chip is just the sum of that when the proposed
method is applied to each group. Therefore, we only
show the result of a two-core chip model (i.e., m ¼ 2);
we generate 20,000 two-core chip task sets (i.e., F), by
arbitrarily choosing two per-core task sets among the
generated 20,000 ones without redundancy.

Then, for each per-chip task set, we determine the global
priority of each task (Pi) according to the RM (Rate Mono-
tonic) and DM (Deadline Monotonic) policies for implicit
and constrained deadline task sets, respectively, i.e., the
smaller period (Ti) or relative deadline (Di), the higher the
priority. Note that RM and DM are known as the optimal
static priority assignment, respectively, for implicit and con-
strained deadline task sets in uniprocessor platforms.

To determine the peak power of each task (Bi), we
first modeled each core as a core in Intel Xeon Processor,
65nm CMOS technology, operating at 3:4 GHz [18]. To
obtain the realistic power dissipation on the target core
model, we ran several embedded benchmark programs
with their various inputs in MiBench benchmark suites
[15] on the Wattch power simulator [16], and obtained
the sampled dynamic power dissipation during the exe-
cution of each application as shown in Fig. 1a. For each
task, 10 inputs were randomly selected as task inputs to
obtain the sampled power traces on different execution
paths. Because the Wattch simulator does not support
the selected target microprocessor and technology and
the leakage power model, we used the McPAT power
simulator [19] to model the leakage power and the peak
power consumption on the selected target core. Then,
the linear scaling methods in [20] were applied to the
power traces obtained from the Wattch simulator,
assuming that the power variation over time on the
Wattch simulator is the same as the power variation on
the target core.
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So, based on the measurement shown in Table 4, we set
the peak power consumption of each task between the mini-
mum and maximum values of the 12 tasks in Table 4, i.e., Bi

was uniformly distributed in ½20:74; 33:09Þ. Note that while
we use Intel Xeon processor, such a peak power difference
between different applications is a general phenomenon
and hence applicable to other processors. For example, dif-
ferent applications with a 2:0 GHz Power PC 970 processor
have different peak power (roughly ranging from 28 to
50 W), as shown in [21, Fig. 10]; likewise, Intel Sandy Bridge
and PXA255 processors have different peak power depend-
ing on different underlying applications [22], [23]. Since the
variation of Bi depends on processors and applications and
schedulability varies greatly with the variation of Bi, rather
than the number of different tasks, we fixed the 12 tasks
and then explored two more settings for the distribution of
Bi for each task set: half variation (Bi 2 ½20:74; 26:92Þ) and
double variation (Bi 2 ½20:74; 45:55Þ).

6.2 Reduction of Chip-Level Peak Power
Consumption

In this section, we compare the design-time chip-level
peak power consumption of the proposed method
(denoted by “Ours”) with that without controlling con-
current task execution (denoted by “Base”), which is the
sum of the largest task-level peak power consumption
on each core (i.e., maxti2F1

Bi þmaxti2F2
Bi). In other

words, Base is the design-time chip-level peak power
consumption by any traditional partitioned scheduling
algorithm, because without controlling concurrent task
execution, two tasks that yield the largest peak power in
each core eventually execute at the same time. We also
include Bmax as a reference (denoted by Bmax); since
Bmax means the maximum of the task-level peak power
consumption on the core (i.e., Bmax , max2

j¼1maxti2Fj
Bi),

no method can make the design-time chip-level peak
power consumption lower than Bmax even if the timing
requirements are not guaranteed (assuming every task
will eventually be executed).

Figs. 4a, 4b and 4c show the ratios of Ours to Base, and of
Bmax to Base for implicit deadline task sets in which Bi is
uniformly distributed within intervals with small, medium
and large variations, respectively. In these figures, each plot
shows an average ratio for task sets with utilization
(Usys ,

P
ti2F Ci=Ti) in ½Usys; Usys þ 0:1Þ. For example, it is

shown in Fig. 4c that the average ratio of Ours to Base is
0:871 when 1:0 � Usys < 1:1. This means that the proposed
method reduces the design-time chip-level peak power con-
sumption by 12:9 percent on average, compared to the base
approach which does not control concurrent execution.
Therefore, a smaller ratio implies a larger reduction of the
peak power by the proposed method. We did not include
results for constrained deadline task sets since their behav-
ior is similar to that of implicit deadline task sets.

First, if we focus on Usys > 1:0, Ours=Base grows as Usys
increases. This is consistent with an intuition: it is more dif-
ficult to add constraints of concurrent task execution as the
system gets overloaded. While our method can reduce
the design-time chip-level peak power consumption up to
12:9 percent compared to Base, the amount of reduction
varies with the variation of Bi; a larger variation results in
a larger reduction. For example, when 1:0 � Usys < 1:1,
Ours=Base ¼ 0:950, 0:916 and 0:871, respectively, in
Figs. 4a, 4b and 4c (i.e., 5:0 percent, 8:4 percent and 12:9 per-
cent reduction, respectively). We expect a more variation of
Bi to yield a more reduction.

The second observation is that Ours=Base is the same as
Bmax=Base when Usys � 0:69. Since limn!1n � ð2

1
n � 1Þ �

0:69 is the sufficient utilization bound of RM on a single-
core chip [10], a certain optimal method can schedule all
task sets with Usys � 0:69 on a two-core chip without con-
current execution of tasks on different cores. The proposed
method achieves the same optimality, so Ours is equal
to Bmax.

One may wonder why the behavior of Ours=Base is so
different when Usys � 0:69 and Usys > 1:0. This is because
(i) it is inevitable for some pair of tasks on different cores to
execute at the same time when Usys > 1:0, while (ii) it is pos-
sible to avoid all concurrent task executions on different
cores when Usys � 0:69. For example, consider a task set in
Fig. 4a with maxti2F1

Bi ¼ 26, maxti2F2
Bi ¼ 25, minti2F1

Bi ¼
22, and minti2F2

Bi ¼ 21. Then, Base ¼ 26þ 25 ¼ 51 and
Bmax ¼ 26 hold. If some pair of tasks on different cores
should be executed concurrently (in case of Usys > 1:0),
Ours is at least 22þ 21 ¼ 43. Thus, there is inherently a
large gap between the lower bound of Ours=Base for

TABLE 4
The Measured Task-Level Peak Power Consumption

of Mibench Testbench Applications (W)

Fig. 4. Ratio of the chip-level peak power consumption of no control of concurrent task execution to that of our method.
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Usys � 0:69 and Usys > 1:0 (i.e.,26=51 ¼ 0:51 versus 43=51 ¼
0:84). For this reason, when 0:69 < Usys � 1:0 in which task
sets satisfying (i) and those satisfying (ii) are mixed, we
observe a sharp increase of Ours=Base.

7 RELATED WORK

A large body of research has been done on power/
energy management. For embedded real-time systems,
most prior research has mainly focused on energy/tem-
perature management for uniprocessor or multi-core
platforms without considering instantaneous peak power
consumption. Fisher et al. [3] analyzed the global ther-
mal-aware scheduling of sporadic tasks on a multi-core
chip to minimize the peak temperature. Based on
dynamic voltage and frequency scaling and the heat
transfer model of the chip, the optimal speed of cores is
derived to meet both the thermal and the timing con-
straints. Likewise, Wang et al. [4] proposed a scheduling
analysis for minimization of the energy consumption on
a multi-core chip under the thermal constraint without
violating the tasks’ timing constraints. However, because
the scheduling decisions in these algorithms were
intended to reduce the energy or temperature by control-
ling the average power consumption, it is not easy to
modify/adapt them to real-time systems in which both
the timing constraints and the chip-level peak power
constraints should be guaranteed at design time.

For general-purpose computing systems, how to guaran-
tee the chip-level power constraints has been studied in
recent years, but most of them have not dealt with the tim-
ing constraints. Isci and Martonosi [6] proposed the global
power-management schemes using DVFS which minimize
the peak power consumption at runtime subject to some
performance loss constraints. Meng et al. [8] also explored
power management by reconfiguring the processor speed
or the size of cache adaptively at runtime to guarantee the
peak power constraints. However, these global runtime
schemes treated the peak power requirement as a soft con-
straint, whereas we treat it as a hard constraint since our
goal is to reduce the peak power consumption design time.
Similarly, Kontorinis et al. [7] proposed a reconfigurable
micro-architecture to meet the peak power constraints. By
adaptively changing the size of micro-blocks of the proces-
sor at runtime, the peak power constraint violation was
avoided at the expense of considerable reconfiguration
overhead. However, this adaptive microprocessor cannot
be used for real-time systems either, due to unpredictable
task execution times during a processor reconfiguration. In
contrast with these peak power control techniques for gen-
eral-purpose systems, our approach relies only on a soft-
ware-layer scheduling algorithm without any hardware
support to reduce the chip-level peak power consumption
at design time while guaranteeing the timing requirements.

8 CONCLUSION

In this paper, we have addressed the problem of controlling
chip-level peak power consumption on a multi-core chip in
embedded real-time systems. We have developed a new
scheduling algorithm FPQ and its schedulability analysis,

and demonstrated its ability to effectively reduce the chip-
level peak power consumption at design time without any
hardware support.

While this is the first peak power-aware scheduling that
addresses the design problem of controlling peak power
consumption on a multi-core chip in embedded real-time
systems, several directions we can take to improve its effec-
tiveness. First, we may relax some of the assumptions used.
For example, instead of assuming global task priority is
given, we may develop and incorporate optimal priority
assignment (OPA). The traditional approach of efficient
OPA [24] cannot be applied to our current method, thus
needing an efficient way of OPA. More broadly, we may
also consider relaxation of the assumption of a partitioned,
fixed-priority approach. It would then be interesting to
develop a new global scheduling algorithm that can further
reduce the peak power consumption beyond FPQ. Second,
we may consider a multi-core chip in which hardware
implementation for power management such as DVFS is
supported. We may then compare the performance of a
hardware control method (e.g., DVFS) with that of a soft-
ware control (i.e., scheduling) method such as our present
work, and develop a method that exploits both hardware
and software controls.
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